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MAGNETIC RISER COVER  

KIT-V3 & MICRON INSTALLATION 
 

 
 

 
 
       This modification is designed for the Sport line of V3 and Micron, Magnetic  
       riser covers only. 
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Fig A 

 
 

 
 
 
 
 
 
Step 1 

 
 
 

Begin by identifying the materials 
which will be used for this mod. 
 
Note: Fig A-C represents only half 
or one side to be made P/N: 050-
002-003. The kit includes materials 
for both left and right sides.  
 
A)  Rare Earth Magnets 
 
B)  MDS plastic Stiffener(s) with 
double-sided-tape, and Backing. 
 
C)  Black laminate foam piece(s) with 
double-sided-tape, and Backing.  
 
 
D)  Standard 7/8” – 1” wide 
packing tape.  
Note: We use this type of tape 
because of it non-tear, uni-
directional fiber(s) properties. If 
packing tape is not available, other 
types may be used providing it has 
similar properties per Fig D. 
 
 
 
 
 
 
 
 
 
 
 
Place Rare Earth Magnets over top 
of internal similar magnets per pic. 

B 

A 

C 

D 
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Step 2 

 
 
 
 
Step 3 

 
 
 
Step 4 

 
 
 
 
Fig 4A 

 
 
 

 
 
Locate MDS plastic stiffener with 
double-sided tape  
 
 
 
 
 
 
 
 
 
 
 
Peel backing off of double-sided 
tape. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Carefully and firmly press MDS 
stiffener with adhesive/sticky side 
down over magnets. Leave 
enough/adequate room at each end 
of the stiffener for play. Fig 4, 4A.  



WI–261 REV 0    Page 4 of 8     9/15/2008 

WI.MAGNETIC RISER COVER  KIT-V3 & MICRON INSTALLATION.doc 

Step 5 

 
 
 
Step 6 

 
 
Step 7 
 

 
 
Fig 7A 

 

 
Carefully peel magnets WITH 
stiffener off of yoke, and make sure 
they are stuck together. 
 
 
 
 
 
 
 
 
 
Locate your 1” packing (or similar) 
tape. 
 
 
 
 
 
 
 
 
 
 
 
 
Starting from the top, rear; begin 
wrapping the magnetic strip like a 
Barber-Poll per step 7. 
 
 
 
 
 
 
 
 
 
 
Finished wrapped magnetic strip. 
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Step 8 

 
 
Step 9 

 
 
 
Step 10 

 
 
Step 11 

 
 
 
 

 
 
 
Locate the black laminate foam piece 
with double-sided-tape, and 
Backing. 
 
 
 
 
 
 
 
Peel off tape backing from foam 
piece. 
 
 
 
 
 
 
 
Gently center magnetic strip over 
foam strip, and firmly press down to 
stick both pieces together. 
 
 
 
 
 
 
 
 
NOTE: Open cover flap is for 
DEMONSTRATION purposes only! 
On the under side of the cover flap 
you can see that it is split and open 
along the middle.  
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Step 12 

 
 
 
 
Step 13 

 
 
 

 
 
 
 
NOTE: Open cover flap is for 
DEMONSTRATION purposes only! 
Slide magnetic strip assembly into 
pocket per Step 12. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Make sure magnetic strip assembly 
is placed over 5/8” type 4 shown in 
green. When strip is inserted, it will 
lay over top of type 4. 

5/8” type 4 
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Fig 13A 

 
 
 
 
 
 
 
Step 14 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
Insert magnetic strip assembly per 
Fig 13A following steps 12 and 13. 
When you insert fingers into pocket 
one can feel the opening, and 5/8” 
type 4.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Repeat steps 12-13A for opposite 
side.  
When magnetic strips are inserted 
into pockets they will automatically 
snap into place, and adjust as 
needed. 
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Fig 14A 

 

 
View of packed rig after magnetic 
strips have been inserted into 
place. Some of the wrinkles from 
the cover flap will tend to flatten 
out. 
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Fig A 

 
 

 
 

Step 1 

Begin by identifying the materials 
which will be used for this mod. 
 
Note: Fig A-C represents only half 
or one side to be made P/N: 050-
002-003. The kit includes materials 
for both left and right sides.  
 
A)  Rare Earth Magnets 
 
B)  MDS plastic Stiffener(s) with 
double-sided-tape, and Backing. 
 
C)  Black laminate foam piece(s) with 
double-sided-tape, and Backing.  
 
 
D)  Standard 7/8” – 1” wide 
packing tape.  
Note: We use this type of tape 
because of it non-tear, uni-
directional fiber(s) properties. If 
packing tape is not available, other 
types may be used providing it has 
similar properties per Fig D. 
 
 
 
 
 
 
 
 
 
 
 
Place Rare Earth Magnets over top 
of internal similar magnets per pic. 
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Step 2 

Step 3 

Step 4 

Fig 4A 

 
 
Locate MDS plastic stiffener with 
double-sided tape  
 
 
 
 
 
 
 
 
 
 
 
Peel backing off of double-sided 
tape. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Carefully and firmly press MDS 
stiffener with adhesive/sticky side 
down over magnets. Leave 
enough/adequate room at each end 
of the stiffener for play. Fig 4, 4A.  



WI–261 REV 0    Page 4 of 8     9/15/2008 

WI.MAGNETIC RISER COVER  KIT-V3 & MICRON INSTALLATION.doc 

Step 5 

Step 6 

Step 7 

Fig 7A 

 
Carefully peel magnets WITH 
stiffener off of yoke, and make sure 
they are stuck together. 
 
 
 
 
 
 
 
 
 
Locate your 1” packing (or similar) 
tape. 
 
 
 
 
 
 
 
 
 
 
 
 
Starting from the top, rear; begin 
wrapping the magnetic strip like a 
Barber-Poll per step 7. 
 
 
 
 
 
 
 
 
 
 
Finished wrapped magnetic strip. 
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Step 8 

Step 9 

Step 10 

Step 11 

Locate the black laminate foam piece 
with double-sided-tape, and 
Backing. 

Peel off tape backing from foam 
piece. 
 
 
 
 
 
 
 
Gently center magnetic strip over 
foam strip, and firmly press down to 
stick both pieces together. 
 
 
 
 
 
 
 
 
NOTE: Open cover flap is for 
DEMONSTRATION purposes only! 
On the under side of the cover flap 
you can see that it is split and open 
along the middle.  
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Step 12 

Step 13 

NOTE: Open cover flap is for 
DEMONSTRATION purposes only! 
Slide magnetic strip assembly into 
pocket per Step 12. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Make sure magnetic strip assembly 
is placed over 5/8” type 4 shown in 
green. When strip is inserted, it will 
lay over top of type 4. 

5/8” type 4 
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Fig 13A 

Step 14 

Insert magnetic strip assembly per 
Fig 13A following steps 12 and 13. 
When you insert fingers into pocket 
one can feel the opening, and 5/8” 
type 4.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Repeat steps 12-13A for opposite 
side.  
When magnetic strips are inserted 
into pockets they will automatically 
snap into place, and adjust as 
needed. 
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Fig 14A 

View of packed rig after magnetic 
strips have been inserted into 
place. Some of the wrinkles from 
the cover flap will tend to flatten 
out. 


